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Executive summary

This Asset Management Plan (AMP) provides a link between Sunwater assets, the current and future

service levels, expenditure drivers and forecast expenditure. It clearly establishes the relationship

between corporate goals and asset management outputs.

Burdekin Distribution has assets with an estimated replacement cost of $632.7 million with an average

asset age of 35 years. It is noted that the revaluation exercise undertaking in 2021 resulted in overall a

12 per cent reduction in Declared Asset Value across all Sunwater assets. This change was driven by

three major factors:

e Notable above inflation increases in cost of steel pipeline materials compared to the 2015-16
valuation results.

e Below inflation increases in other materials.

e Areduction in the estimate of owners’ costs associated with dam projects.

Sunwater’s aim is to manage its assets in a sustainable manner to meet its business objectives by

safeguarding asset integrity and ensuring continuing asset serviceability. Sunwater has developed a

business model for determining the set of assets due for renewal over the forecast period. This model is

condition and risk based and predicated on maintaining targeted service levels. Assets are assessed for

condition and risk which is used in combination with anticipated asset lives to determine the type of

intervention strategy required and the timeframe involved. Approximately 99.5 per cent of Burdekin

Distribution assets by value (dollars) are considered low or moderate risk.

For a summary of the financial forecasts, refer to the relevant Service and Performance Plan (which is

available on Sunwater’s web site).
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1. Purpose

The primary purpose of this Asset Management Plan (AMP) is to provide customers with an
understanding of the critical assets, the condition they are in and the intended works programs to
achieve Sunwater’s customer service targets.

2. Scope

Sunwater’s business is divided into Service Contracts. Each AMP covers the operational assets associated

with each Sunwater Service Contract.

The AMPs address a five-year outlook for the area of coverage and provides a link between the assets,

the current and future service levels, expenditure drivers and the forecast expenditure aligned with

anticipated revenue.

The preparation and review of such plans will provide Sunwater with:

e Clarity regarding the scope of coverage for the plans.

e Consolidated technical and financial information for the assets and the services they provide to
customers.

e An understanding of the issues that drive the expenditure proposed such as present and future
demands, risk mitigation, asset performance and strategic initiatives.

e Acurrent estimate of the short- and long-term financial commitment necessary to maintain both the
assets and the services they provide.

e Aclearly established link between corporate goals and asset management outputs.

3. Definitions and abbreviations

Term ‘ Description ‘
ABB Burdekin Supply Service Contract

AlE Burdekin Distribution Service Contract

AMIP Asset Management Improvement Plan

AMP Asset Management Plan

AMTD Adopted Middle Thread Distance

DBC Detailed Business Case

DRDMW Department of Regional Development, Manufacturing and Water

EIS Environment Impact Statement

GBA Giru Benefitted Area

PAR Population at Risk

QCA Queensland Competition Authority

ROL Resource Operating Licence

SAMP Strategic Asset Management Plan

SAP S/4AHANA Enterprise Resource Planning System

S&PP Service and Performance Plan

WHS Workplace Health and Safety

WSS Water Supply Scheme

Sunwater Controlled Document Library Page 6
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4. Roles and responsibilities

Term Description

Author Prepares document and facilitates the review cycles, compiling comments and creates
(Technical Writer) final version to be published.
Reviewer / Subject Reviews the document according to their area of expertise to evaluate its continuing

Matter Expert (SME) effectiveness e.g. achieving its purpose, remains relevant/current.

Endorser (SME) Expert understanding of the process and activities that the document relates to.

Endorses the content of the document according to their area of expertise.

Owner / Approver Ensures the document has met compliance requirement and approves the final
document.

Ensures relevant stakeholders are identified and consulted.

Holds ultimate accountability and ensures the intent and fitness for purpose of the
document.

5. Related legislation and documents

Water Act 2000

Water Resource (Burdekin Basin) Plan 2007

Work Health and Safety Regulation 2011

Strategic Asset Management Plan

Burdekin Haughton Water Supply Scheme - Water Supply Arrangements and Service Targets
Burdekin Haughton Resource Operations Licence (ROL)

Burdekin Haughton Water Supply Scheme — Scheme Overview Manual
2023 Burdekin Distribution Service Contract Service and Performance Plan
2023 Burdekin Bulk Water Service Contract Service and Performance Plan
Planned Corrective Maintenance Development Process

Whole of Life Maintenance Strateqy & Object Codes (eDOCS #2392247)
AM21 P1 Asset Condition Assessment User’s Manual
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6. Plan details
6.1. Stakeholders

The key stakeholders who have a vested interest in this plan are:
Sunwater Management and Board — strategic level information regarding the expenditure proposed over the
five-year forecast period to support price path submissions and management decisions.
Sunwater Operations — alignment of expenditure forecast with revenue forecasts, monitoring
implementation of agreed five-year price path and strategic direction for the operation, maintenance,
renewal and growth of the asset portfolio.
Customers — Clarity regarding the future direction for the services and assets over the five-year forecast
period and how this translates into projects and programs of work.
Queensland Competition Authority — Price path setting for monopoly-based services namely Irrigation.
Industrial pipelines are managed under individual customer contract and hence do not attract QCA
oversight.

6.2. Context

Sunwater’s Asset Management System overview is provided in Figure 1 Overview of the asset
management system which shows where the asset management plans fit within the key elements
of the asset management system.

Figure 1 Overview of the asset management system?!

Regulatory requirements Shareholder needs Customer demands

N N N

Corporate goals and strategic planning

! o —

Strategy and governance

Strategic Asset
Management Plan

Customer strategies

Asset type Customer
strategies Asset planning and profiling
customer requirements

Asset management planning i Customer service standards
(Asset portfolio, AMPs) (Supply arrangement, service targets)

Asset lifecycle

Planned Corrective
Maintenance (PCM)

Routine Maintenance

Governance and capability
{ReopM; FYooRss, provedures)

Identify

Inspect /
monitor

Project
delivery

Risk, review
and

opportunity

Asset decision

Operate / making

maintain

Customer value and shareholder ROI
Community and internal stakeholder prosperity

1 Sourced from Sunwater’s Strategic Asset Management Plan
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Asset Management Plans are tactical plans for achieving strategies resulting from the strategic
planning process. This document is one of a suite covering each scheme. Asset Class Plans are also
under development for priority asset classes. The SAMP provides the strategic asset management
planning approach and sets the asset management objectives and service targets, whilst the AMP
describes how these objectives are to be achieved.
Key information feeding into the AMP are:
e Sunwater Corporate Plan and Statement of Corporate Intent.
e Asset Management Policy.
e Strategic Asset Management Plan.
e Asset performance reporting and studies.
e Demand forecasts, risk studies, compliance requirements and any other drivers for
expenditure.
e Scheme Overview Manuals.
e Service and Performance Plans; and
e Customer feedback.
Key information informed by the AMP includes:
e  Price path submissions.
e Annual budget preparation and works scheduling; and
e Business Improvement Plans.
6.3. Plan methodology

Details regarding the methodology by which this AMP has been prepared are provided in
Sunwater’s Strategic Asset Management Plan.

The AMP’s findings and forecast are based on available information at the time of preparation.
Where information and knowledge gaps exist, these have been reflected in the improvement plan
section of the AMP to allow an ongoing and continuous improvement to the quality of the plan.
The Asset Management Plan is a living document to be reviewed and updated periodically,
generally five yearly.

7. Service contract summary

7.1. Burdekin Haughton water supply scheme

Burdekin Distribution operates as part of a larger water supply scheme called the Burdekin
Haughton Water Supply Scheme. It consists of channel and pipeline irrigation assets which deliver
water to customers. The Burdekin Haughton Water Supply Scheme incorporates the following key
service contracts:
e Burdekin Supply
e Burdekin Distribution
e Burdekin Town Water.
Figure 2 Schematic diagram provides a schematic description of the assets or systems that make
up each of these service contracts.
Burdekin Falls Dam (AMTD 159.3 km) is the primary water storage facility and in combination with
downstream weirs and pump stations, regulates river releases to supply water to Burdekin
Distribution, townships and Burdekin Moranbah Pipeline.

Sunwater Controlled Document Library Page 9
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Figure 2 Schematic diagram?
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7.2. Location

Burdekin Distribution serves agricultural lands across the Burdekin River delta including the lower
reaches of the Haughton River. Stored water is released from Burdekin Falls Dam and diverted
using river pump stations at Dalbeg, Millaroo, Clare (including Tom Fenwick pump station) on the
north bank, and Leichhardt (Elliot pump station) on the southern bank, as shown in Figure 3
Location plan.

The pump stations serve Dalbeg, Millaroo, Clare, Barratta, Haughton and Elliot channel and
pipeline distribution systems. The Haughton channel system further supplements the Haughton
River using a diversion channel from Haughton Balancing Storage for the Giru Benefitted Area
(GBA). The GBA consists of in-stream storage at Val Bird and Giru Weirs and a diversion at Healeys
pump station (Val Bird Weir) for the Ironbark Creek/Healeys Lagoon system.

The Townsville-Thuringowa Pump station and Pipeline is supplied from Haughton Balancing
Storage and diverts water into the ponded area of Ross River Dam. The pump station and pipeline
are owned and operated by Townsville City Council and is used to supplement the city’s treated
water supply.

Water is also supplied to the Clare and Millaroo town water systems.

2 https://www.sunwater.com.au/wp-content/uploads/Home/Schemes/Burdekin-Haughton/Burdekin_Haughton_Schematic_Map.pdf
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Figure 3 Location plan®
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7.3. Capacities

The following table (Table 1 Burdekin Distribution Facilities) summarises the capacities of the
Burdekin Distribution key infrastructure.

Table 1 Burdekin Distribution Facilities?

Facility Function Capacity

Clare PS ‘A’ Supplies Clare Channel A System 127 ML/d
Clare PS ‘B’ Supplies Clare Channel B&A System 159 ML/d
Clare Channel B8 PS | Supplies Clare B8 Channel System (via Barratta Main Channel) | 25 ML/d
Dalbeg PS ‘A’ Supplies Dalbeg Channel A & B System 62 ML/d
Dalbeg PS ‘B’ Supplies Dalbeg Channel B System 60 ML/d
Dalbeg Relift PS’ Supplies Dalbeg Channel Relift System 16 ML/d
Elliot PS % Supplies Elliot Channel System 180 ML/d
Val Bird Weir* Supplies weir ponded area, Healeys PS, Giru Benefitted Area 615 ML
Giru Weir* Supplies weir ponded area, Giru Benefitted Area 1025 ML
Healeys PS* Supplies Healeys/Ironbark Creek, Giru Benefitted Area 90 ML/d
Reed Beds PS* Supplies Reed Beds System, Giru Benefited Area 15 ML/d
Millaroo PS ‘A’ Supplies the Millaroo Channel A&B System 250 ML/d
Millaroo PS ‘B’ Supplies the Millaroo Channel B System 90 ML/d
Millaroo Relift PS Supplies the Millaroo Channel Relift System 30 ML/d
Tom Fenwick PS 1 Supplies Haughton & Barratta Systems 600 ML/d
Tom Fenwick PS 2/3 | Supplies Haughton & Barratta Systems 1180 ML/d
Tom Fenwick PS 4/5 | Supplies Haughton & Barratta Systems 1180 ML/d

*Note: Giru Benefitted Area (GBA) supplied from the Haughton River’s natural yield and diversions
from the Haughton Balancing Storage.

7.4. Operational framework

Burdekin Distribution is operated and maintained from the Sunwater Clare regional office. This
office is supported by a depot at Millaroo.
Centralised support functions are provided through the Sunwater head office in Brisbane.

7.5. Critical assets

Facilities, or significant assets, considered to be critical to the operation of the Burdekin
Distribution service contract are as follows:

e Tom Fenwick pump stations — combined capacity of approximately 3000 ML/day into the
Haughton main channel.

Pump Stations (Clare A and B, Dalbeg A and B, Millaroo A and B, Elliot).

Main channel (Haughton/Barratta).

Transmission Feeders (ERGON).

Balancing Storages (Haughton/Mulgrave).

SCADA and Rubicon Gate Control.

When developing the forward program of works as described in SAP S/4AHANA and for
prioritisation of planned and unplanned maintenance activities, the criticality of the facility is

4 Based on data sourced from SAP extracted in February 2024
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taken into account to ensure works and undertaken within an appropriate timeframe and take
precedence over works associated with less critical facilities.

7.6. Scheme asset profile
7.6.1. Asset values and age profile

The following table (Table 2 Estimated replacement costs by facility) provides a summation

of the estimated replacement cost for all assets as used in the asset register for renewals

planning. Non-operational assets (such as depots and offices) and externally owned assets

(but managed by Sunwater) have been excluded from this list. It is noted that the

revaluation exercise undertaking in 2021 resulted in overall a 12 per cent reduction in

Declared Asset Value. This change was driven by three major factors:

e Notable above inflation increases in cost of steel pipeline materials compared to the
2015-16 valuation results.

e Below inflation increases in other materials.

e Areduction in the estimate of owners’ costs associated with dam projects.

Table 2 Estimated replacement costs by facility®

Facility Total

Barratta Drainage $7,923,404
Barratta Irrigation Distribution $125,825,451
Burdekin Scada $1,138,730
Clare A Pump Station S4,494,682
Clare B Pump Station $4,322,929
Clare Drainage $9,789,150
Clare Irrigation Distribution $37,534,303
Clare Relift Pump Station $592,252
Dalbeg A Pump Station $5,877,522
Dalbeg B Pump Station $3,066,372
Dalbeg Drainage $1,285,214
Dalbeg Irrigation Distribution $14,503,965
Dalbeg Relift Pump Station $796,488
Elliot Drainage $5,327,582
Elliot Irrigation Distribution $36,675,581
Elliot Pump Station S4,677,266
Giru Groundwater Distribution $371,640
Giru Weir $6,250,974
Haughton Drainage $9,337,985
Haughton Irrigation Distribution $37,804,112
Haughton MC Irrigation Distribution $173,395,738
Healeys Pump Station $1,808,344
Millaroo A Pump Station $9,685,721
Millaroo B Pump Station $3,656,789
Millaroo Drainage $6,192,781

5 Based on data sourced from SAP as extracted in February 2024
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Facility Total

Millaroo Irrigation Distribution

$25,318,409

Millaroo Relift Pump Station $674,627
Reed Beds Pipeline $1,040,148
Reed Beds Pump Station $290,812
Tom Fenwick Pump Station 1 $27,424,242
Tom Fenwick Pump Station 2/3 $22,143,533
Tom Fenwick Pump Station 4/5 $31,356,246
Townsville Thuringowa $222,595

Val Bird Weir $11,863,300
Total $632,668,888

The following figure (Figure 4 Burdekin distribution age profile) provides an age profile for

the Burdekin Distribution showing the years assets were constructed by value.

Figure 4 Burdekin distribution age profile®
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7.6.2. Risk and condition profile

The following table (Table 3 Burdekin distribution risk and condition) provides a summary of

1939
1944

1949 .
1954

1959

=
[=1]
=]
L]

1984
1989

the condition and risk profile for the Service Contract assets.

There are a number of assets that do not have a specific condition or risk score for logical

reasons as described in the relevant assessment methodology manual.

6 Based on data sourced from SAP as extracted in February 2024
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Table 3 Burdekin distribution risk and condition”

Condition K Total
Low Moderate High Extreme
1 3.6% 5.4% 0.0% 0.1% 9.0%
2 16.5% 4.8% 0.1% 0.1% 21.5%
3 17.8% 13.1% 0.4% 0.0% 31.3%
4 13.3% 9.9% 0.4% 0.0% 23.6%
5 8.4% 2.7% 0.1% 0.0% 11.2%
6 1.5% 1.9% 0.0% 0.1% 3.5%
Grand Total 61.1% 37.7% 1.0% 0.3% 100.0%

The following figure (Figure 5 Condition profile) provides a condition profile for the
Burdekin Distribution showing the condition of assets by value.

Figure 5 Condition profile®
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Description of condition ratings are:

1. Perfect, as-new condition.

2. Minor defects only.

3. Moderate deterioration with minor refurbishment required to ensure ongoing reliable
operation.

4. Significant deterioration with substantial refurbishment required to ensure ongoing
reliable operation.

5. Major deterioration such that asset is virtually inoperable.

6. Asset has failed and is not operable.

7 Based on data sourced from SAP as extracted in February 2024
8 Based on data sourced from SAP as extracted in February 2024
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Of the assets with a condition score:

e Approximately 69.4 per cent of assets by value are in condition 3 or better.

e Approximately 6.6 per cent of assets by value are in condition 5 and nearing end of life.

e Approximately 2.3 per cent of assets by value are in condition 6 (no longer performing
their function).

Overall, the majority of the Service Contract assets are in satisfactory condition and do not

present a significant renewals or service delivery concern.

The following figure (Figure 6 Risk profile) provides a risk profile for the Burdekin

Distribution showing the risk score of assets by value.

Figure 6 Risk profile®
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Of the assets that have been risk assessed:

e Approximately 77.2 per cent of assets by value have a Low risk score.

e Approximately 22.3 per cent of assets by value have a Moderate risk score.
e Approximately 0.5 per cent of assets by value have a High risk score.

e Approximately 0.02 per cent of assets by value have an Extreme risk score.

7.7. Customers

The Burdekin Distribution Service Contract supplies approximately 234 customers, which are

summarised as follows:

e Irrigation - The Burdekin’s warm winters and ample sunlight enable double-cropping of many
field crops. Horticultural crops can be produced in winter for southern markets. The
traditional "dry’ period from April to October also enables programmed farm management for
irrigation and the harvest of many crops. For cane growers, these conditions also produce the
highest yield and sugar content in Australia. The Burdekin’s expanding horticultural sector
produces a variety of out-of-season winter vegetables and fruit with crops such as capsicums,
eggplant, rock melons, squash, pumpkins, watermelons, and sweet corn being grown in the
area. The Burdekin mango industry has been established for a number of years. The fruit is

° Based on data sourced from SAP as extracted in February 2024
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picked from mid-November to early January for the fresh fruit and processing markets. Several
central packing sheds operate during this season.

e Urban Water Supplies - In 1988 the Townsville/Thuringowa Water Supply Board (NQ Water)
completed construction of a pumping station and pipeline from the Haughton Balancing
Storage to the headwaters of the Ross River Dam near Townsville.

e Water Board - A significant proportion of the water from the Burdekin Falls Dam is released
from Clare Weir and is directed to the Lower Burdekin water board to supplement
groundwater supplies.

e Industrial - Sunwater supplies a number of industrial users including quarries and a sugar mill.

The following table (Table 4 Burdekin distribution customer entitlements) identifies the water
entitlements as published in the 2023 Burdekin Distribution Water Service Contract Service and
Performance Plan (S&PP).

Table 4 Burdekin distribution customer entitlements

Water Entitlements High Water Priority
ML (ML)

Customer Segment '\,/\Lﬁfjium Water Priority

Non-irrigation 120,605 10,021 110,584
Irrigation 324,395 0 324,395
Losses 206,737 16,260 190,477
TOTAL 6651,737 200,498 434,979

7.8. Service and asset standards

Water is stored and distributed by Sunwater within the Burdekin Haughton Water Supply Scheme
in accordance with the Water Plan (Burdekin Basin) 2007 and Water Act. Sunwater Ltd has a
Resource Operations License (ROL) and holds water supply contracts with allocation holders.

The Burdekin Distribution and Burdekin Supply operate under a single set of irrigation supply
arrangements; those for the Burdekin Moranbah Pipeline are aligned with individual customer
contracts.

7.8.1. Water supply arrangements and service targets

Water distribution arrangements for the Burdekin Distribution and Burdekin Supply are set

out in the Burdekin Water Supply Scheme - Water Supply Arrangements and Service Targets

document.

These arrangements detail how water is to be distributed throughout the Burdekin Water

Supply Scheme and considers channel and river customers, supply rates, water ordering,

planned shutdown timing, notices and durations, unplanned shutdowns and dispute

resolution. The arrangements have been developed in consultation with customer

representatives and are aimed at achieving sustainable, efficient and equitable delivery of

water allocations.

Of relevance to the asset management plan and the potential need for capital intervention

works is the following target:

e Channels and River customers — No customer will experience more than 10 planned or
unplanned interruptions per water year.

Performance reporting against these service targets will identify any below target

performances which will be investigated for possible rectification works.
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7.8.2. Risk management

Sunwater has developed a business model for determining the set of assets due for renewal
over the forecast period. This model is risk based; assets are assessed for condition and risk,
and which is used in combination with anticipated asset lives to determine the type of
intervention strategy required and the timeframe involved.
This risk model and Sunwater’s acceptable risk threshold drives the majority of asset
renewals and refurbishment-based works.
Details of this risk-based model are provided in the Sunwater documents:

Whole of Life Maintenance Strategy & Object Codes (eDOCS #2392247)

AM21 P1 Asset Condition Assessment User’s Manual

7.8.3. Compliance requirements

7.8.3.1.

7.8.3.2.

7.8.3.3.

Scheme management

Sunwater must comply with the conditions set out in the Burdekin Haughton Water
Supply Scheme Resource Operations Licence (ROL), issued to Sunwater in December
2009 by the Department of Regional Development, Manufacturing and Water
(DRDMW). The ROL outlines the infrastructure details, environmental release rules
and all Sunwater’s monitoring and reporting obligations. The ROL also requires
Sunwater to operate in accordance with an operations manual (OM) that is
approved by DRDMW. The operations manual outlines the rules for the operation
of infrastructure associated with the Burdekin Haughton scheme, as well as water
sharing rules and seasonal water assignment (temporary trade) rules. The Burdekin
Haughton Water Supply Scheme ROL Operations Manual was issued in May 2017.

Queensland Competition Authority (QCA)

The Queensland Government sets the water prices that Sunwater charge irrigators
for water supply. The Queensland Competition Authority (QCA) undertakes the
price reviews as directed by the Government.

In January 2020, QCA released its ‘Rural irrigation price review 2020-24, Part B:
Sunwater’ Final Report. The recommendations of the report were subsequently
approved by the Queensland Government where the Rural Water Pricing Direction
Notice 2020 was issued under section 999 of the Water Act 2000. The current
irrigation price paths set for Sunwater apply until 30 June 2024.

In 2023, the Queensland Government directed the Queensland Competition
Authority (the QCA) to recommend prices for irrigation services for the next price
path period, covering 1 July 2025 to 30 June 2029. The review is currently in its final
stages.

Workplace Health and Safety

Sunwater is required by law to comply with the Work Health and Safety Requlation
2011. This regulation states that a duty holder managing risks to health and safety
must eliminate risks so far as is reasonably practicable. If it is not reasonably
practicable to eliminate the risks the duty holder must minimise those risks so far
as is reasonably practicable. The regulation also states that risks greater than
significant to be mitigated/ controlled.

As such Sunwater has a robust system in place to provide a duty of care to its
employees, customers, contracts and visitors. Operating costs are invested annually
to ensure this duty remains up to date and relevant.
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Where the assets present a WHS risk, or where legislative changes require it,
programs of safety improvements may be rolled out to protect the operators,
visitors, customers and contractors.

7.8.3.4. Other legislation

There are many standards and regulations which Sunwater is required to comply
with regarding specific asset types. Examples include ramps and ladders, lifting
equipment, access and egress, lighting, fire and electrical.

Sunwater ensures all assets are compliant with current relevant codes, legislations
and standards and monitors for changes and updates that may require further asset
investment to achieve compliance.

7.8.3.5. Continuous improvement

Sunwater undertakes studies and investigations to identify opportunities to
improve the efficiency or effectiveness of the service contract. Projects are
identified on an as needs basis and may apply across multiple service contracts or
be specific to a service contract or specific assets.

7.9. Current and future demand
7.9.1. Current demand

Burdekin Dam provides the supply for irrigation and urban customers. The river height is
also regulated downstream by the Clare weir. The Clare, Millaroo and Dalbeg schemes are
manually regulated to keep an operating height in the channels as almost all outlets are
gravity fed. Crops include sandalwood, sugar can and seasonal crops (melons, vegetables,
corn, etc.).

Peak irrigation runs from November through to March depending on the wet season.
During this period there are times when irrigators are restricted to take only their Peak Flow
Entitlements because of capacity restraints in sections of the system. For the rest of the
year demand is fairly consistent running at approximately 50 per cent capacity. Demand
requirements have remained reasonably consistent as the area remains predominantly
sugar cane.

Water capacity constraints can be due to weed build up in the channels or purely demand
requirements.

Usage patterns have remained consistent since the scheme was introduced although the
introduction of crops such as rice means there are some areas where the availability of
water at certain times of year are more critical than others.

On the whole, water utilisation in the scheme appears relatively low, however, this is a
function of the large volume of water held in reserve by Sunwater. Utilisation for the
irrigation sector in isolation is much higher, and in recent years, irrigation usage has
averaged around 94 per cent of available allocations®.

7.9.2. Future demand

Sunwater has been investigating a proposal to raise the Burdekin Falls Dam to meet future
water demand and support the dam’s long-term viability. Sunwater has submitted a
detailed business case (DBC) to the Queensland Government for review which outlined:

e Options toincrease the dam’s water supply and long-term viability.

e Required safety improvements.

The DBC also included:

10 Source: Burdekin Haughton (North Region) Blueprint Report, 2022
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e A comprehensive forecast of water demand to 2050 to inform the potential raising
height.

e Anassessment of the social, environmental, economic, and financial feasibility of the
options for the dam.

The DBC aligned with the Queensland Government’s Business Case Development

Framework.

The key benefits of the proposed project will be:

e Increased water supply supporting economic growth in the region.

e Increased resilience to extreme weather events.

e Bringing the dam in line with modern engineering design standards.

e Ensuring the dam meets the safety requirements set out in the Water Supply (Safety
and Reliability) Act 2008 (Qld).

An environmental impact statement (EIS) is now being progressed for a two-metre raising

of the dam.

The proposed two-metre raise will increase the storage capacity by approximately

574,240 ML or 31 per cent. This will take the total capacity of the dam to an estimated

2,434,240 ML and increase the availability of medium priority water by approximately

150,000 ML per annum. Burdekin Falls will remain the largest dam in Queensland.

Both current and future growth in water demand is driven by demand for sugarcane

production, both by growth in market demand and increased water requirements due to

climate impacts. There is also material growth in demand for both seasonal and perennial

horticulture production. In the case of the former, demand is driven by incremental growth

in vegetable demand during the late winter and spring months, while for perennial

horticulture, growth is primarily driven by mango demand.!!

7.10. Water availability and reliability

Water allocations for Burdekin Distribution are split approximately 32 per cent High priority and
68 per cent Medium priority.

Records from 2005 onwards show 100 per cent of high priority entitlements have been allocated
at the start of each water year (1 July). For most years, 100 per cent of medium priority
entitlements have also been allocated on 1 July. The years where this hasn’t occurred, the full
allocation has been announced later in the water year as listed below:

e 16 Dec 2023 —6 months

e 1 Nov 2021 -4 months

e 1 Nov 2020 -4 months

e 1Sep 2019 -2 months

1 Sep 2018 — 2 months

1 Oct 2017 — 3 months

21 July 2016 — 1 month

1 Feb 2016 — 7 months

e 1 Sept2014 —2 months

e 1Sept2013 -2 months

e 1 Sept2010 -2 months

For these years the initial allocation for medium priority on 1 July has been 75 per cent or higher
except for 1 July 2016 where it was 63 per cent.

The water supply has been able to cater for all customer allocation with some management of
medium allocations and is considered a highly reliable supply.

The year 2015/16 appears to have presented the greatest challenges to the irrigation sector with
only 80 per cent of medium priority allocated during the peak summer period.

1 Source: Service Need Assessment for the Burdekin Region, 2024
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8. Asset management

8.1. Asset planning methodology

The following information provides an overview of the approach Sunwater takes to planning for
routine and planned corrective maintenance asset expenditure. Details of each methodology are
provided in relevant controlled documents for a more thorough understanding of the approach.
Sunwater plans asset work on a routine (preventive) and planned corrective maintenance basis.

8.1.1.

8.1.2.

Routine maintenance

Routine work is currently defined as recurring work with a frequency of generally 12
months or less, however can be 2 years or 5 years. Routine work plans are developed based
on industry specifications for each asset, Sunwater experience, compliance requirements
and improvements in technology. The program consists of inspections, surveillance,
condition monitoring and servicing of assets. The purpose of the program is to monitor the
performance and condition of assets to ensure they continue to meet the agreed service
standards and to detect when assets are operating outside of acceptable parameters so
corrective action can be taken or scheduled.

Each asset type has a standard maintenance strategy that prescribes the frequency and
timing of each type of maintenance activity. For example, a guard valve will have three
monthly and twelve monthly operational and maintenance tasks prescribed to ensure it is
kept in an acceptable condition for operational reliability and reduces the need for planned
corrective maintenance or unplanned routine work.

Assets and systems have undergone a risk assessment to determine the criticality of the
asset and its components to the function of servicing the customer. As a result,
maintenance strategies are tailored to align with this risk. Higher risk assets will typically
have an increased frequency of activities whilst very low risk assets may be run to failure if
appropriate. Likewise, response times to unplanned events are aligned with these risk
levels.

These maintenance strategies have undergone extensive analysis to ensure the required
function, performance, safety and compliance is achieved at the lowest cost to the end
user.

This asset management plan focuses on the outcomes of the routine works planning
process and the potential implications or issues at a scheme level.

Planned corrective maintenance (non-routine maintenance)

Sunwater has an extensive asset register including a structured asset hierarchy of assets or
systems, such as pump stations, so key items such as condition, risk rating, replacement
value and remaining life can be recorded against individually replaceable parts. The model
Sunwater applies to this data provides a draft plan of works over the forecast period. While
this AMP refers to the next five years, the QCA looks at the next 30 years for price path
considerations. Both however, draw on the same data. The identification of planned
corrective maintenance is initially driven by a combination of the asset condition and risk.
As this information is presented at the asset or equipment level, the asset planner considers
a number of factors in order to translate this into a set of proposed projects for the next
financial year. Factors taken into account include:
e s the work really required? Can it be deferred? Will deferring it result in a higher risk of
failure or poorer customer service?
e What is the best option for the work? Refurbishment, replacement or modified
maintenance?
e Canthe work be aggregated into a larger project for the facility or an asset type
program to deliver economies of scale?
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e Does the work generally align with the lifecycle strategy for the asset?

e Can the project or aggregate of projects be achieved within the financial year?

e Does the overall expenditure forecast align with the agreed QCA price path?
Rationalisation of projects may be required in order to fit within the price path however
where appropriate or necessary the price path can be exceeded giving due
consideration to the past overall expenditures and future years forecasts.

Ongoing updates and improvements to the proposed planned corrective maintenance plan

occur throughout the year in the lead up to the budget submission phase. An updated

project list is maintained in Sunwater’s SAP S/4HANA and undergoes continual refinement
and change. The financial forecast presented in this AMP represents a point in time view of
the proposed works and will likely to have undergone a number of changes before and
possibly after budget approval.

Year 2 and beyond proposed works are typically not translated into projects for the

following reasons:

e The environment has a significant impact on the achievement of the proposed works
plan. For example, wet weather / flood events may require projects to be extended or
deferred into the following year.

e Major climatic events such as cyclones may require a complete review to the proposed
works plan.

e Unplanned asset failures may require planned projects to be deferred.

As there are a number of significant issues that can largely undo any planned works for

Years 2 and beyond, it is considered by Sunwater good business practice to keep this

primarily as a forecast of overall expenditure rather than agreed projects.

In addition to the consideration of risk and condition to developing the planned corrective

maintenance plan other expenditure drivers exist that may generate works.

These include:

e Performance reports identifying assets or systems below the desired target. For
example, pump efficiency, reliability of supply, unplanned outage costs etc.

e Service and Asset Initiatives may arise from the Corporate plan, Statement of Corporate
Intent or other sources that define a project.

e Growth and future demand may drive the need for augmentation or expansion projects
as possible disposal or rationalisation projects.

e Compliance based projects may be required to meet changes in legislation such as
WHS, regulator requirements or equipment compliance standards.

The following section on drivers identifies the reasons for the proposed routine and

planned corrective maintenance.

Further details on Sunwater’s approach to the preparation and scheduling of planned

corrective maintenance can be found in the Planned Corrective Maintenance Development

Process.

8.2. Drivers of expenditure

The following section draws out the key issues for the service contract regarding performance,
compliance, growth, and risk that are driving the proposed works program for the next five years.

8.2.1. Service and performance plans

Stemming from the QCA’s 2012 review of irrigation prices, Sunwater publishes annual
Service and Performance Plans (S&PPs) (formerly Network Service Plans) based on service
contracts as required by the QCA’s pricing practices recommendation. The documents are
published yearly to provide customer review and comment. The S&PP aligned to the
Burdekin Haughton Water Supply Scheme are Burdekin Distribution (AIE), and Burdekin
Supply (ABB).

Sunwater Controlled Document Library Page 22
Uncontrolled copy when printed eDMS #2347741 v4




Burdekin Distribution Scheme Asset Management Plan FY2025- AM GDL 016
2029

Sunwater reviews the S&PPs annually and prepares performance reports for customer
representative bodies. The S&PPs and the Annual Operations Reports can be found on the
Sunwater website https://www.sunwater.com.au/schemes/.

The S&PP’s primarily measures and reports on financial performance against budget and
QCA targets. As the financial year progresses it may be necessary to defer some projects,
modify budgets for some and bring others forward into the current year.

At the time of preparing this AMP there are no material changes to the proposed works
program that will influence the five-year forecast.

8.2.2. Water supply service targets

The following table (Table 5 Scheme service targets and performance) provides
performance reporting against the Water Supply Agreement and Service Targets for the
Burdekin Distribution.

Table 5 Scheme service targets and performance

Number of expectations

Service target Target

For shutdowns planned | 8
to exceed 2 weeks weeks 0 0 0 0 0
Planned
For shutdowns planned | 3
h —
;ol'é;[f(ijcc;v'gig?\s to exceed 3 days weeks 0 0 0 0 0

For shutdowns planned

to be less than 3 days 5 days 0 0 0 0 0

Unplanned shutdowns
will be fixed so that at 48

Unplanned least partial supply can hours
shutdowns — be resumed. 4 1 0 0 1
ian*
duration Unplanned shutdowns | 5
outside Peak Demand working
Period days
Maximum Planned or unplanned
number of interruptions per water | 10 1 0 2 0 0

interruptions® year

* This is the number of times that the unplanned shutdown has exceeded the shortest of the
peak/off peak periods.

A This is the total number of distribution customers in the scheme that have been interrupted in
excess of the target.

8.2.3. Compliance related works

A number of compliance driven programs have been established in the SAP S/4AHANA. These
include programs such as:

e Arcflash risk reduction.

Electrical switchboard inspections, testing and tagging.

e Lifting equipment inspections, testing and tagging; and

e Bridge condition and safety inspections.

8.2.4. Growth and future demand

Sunwater has been investigating a proposal to raise the Burdekin Falls Dam to meet future
water demand and support the dam’s long-term viability. Investigations are still underway.

9. Financial forecast

For a summary of the financial forecasts, refer to the relevant Service and Performance Plan (S&PP)
which is available on Sunwater’s web site (as described in Section 8.2.1).
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10. AMP improvement

Sunwater has an Asset Management Improvement Plan (AMIP) and process to identify opportunities and
undertake continuous improvement. These improvements can relate to all aspects of the asset
management system and influence how Sunwater operates and maintains assets. Current initiatives
include development of Asset Class Asset Management Plans.

This AMP shall be reviewed and updated periodically, generally five yearly.

Responsibility for review and update of this AMP rests with the General Manager Asset Management in
consultation with the other signatories at the front of this document.
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